PUBLIC NOTICE

FEDERAL COMMUNICATIONS COMMISSION
445 12th STREET S.W.
WASHINGTON D.C. 20554

News mediainformation 202-418-0500
Fax-On-Demand 202-418-2830; Internet: http://www.fcc.gov (or ftp.fcc.gov)
TTY (202) 418-2555

Report No. SES-00416 Wednesday August 7, 2002

SATELLITE COMMUNICATIONS SERVICES
RE: SATELLITE RADIO APPLICATIONSACCEPTED FOR FILING

The applications listed herein have been found, upon initial review, to be acceptable for filing. The Commission reserves
the right to return any of the applicationsif, upon further examination, it is determined they are defective and not in
conformance with the Commission's Rules and Regulations and its Policies. Final action will not be taken on any of these
applications earlier than 30 days following the date of thisnotice. 47 U.S.C. & 309(b). All applications accepted for filing
will be assigned call signs, or other unique station identifiers. However, these assignments are for administrative
purposes only and do not in any way prejudice Commission action.

SES- AMD- 20020726- 01185 P KAZ275 Comsat Corporation/COMSAT World Systems
Amendment
Class of Station: Fixed Earth Stations

Nature of Service: International Fixed Satellite Service

Comsat Corporation is amending its application for modification of the license for KA275 to limit extension of the azimuths and
elevations, requested in order to provide transfer orbit services of newly launched satellites, to the frequency bands 3700-4200 MHz
and 6172-6178 MHz. Comsat is also seeking to add Intelsat 20W satellite @ 55.35 degrees W.L. as additional points of
communication.

S :
Ll(-JrCEAICII?I ON: ;2021 COMSAT DRIVE, MONTGOMERY, CLARKSBURG, MD
39°13'7.00" N LAT. 77°16'12.00" W LONG.
ANTENNA ID: C-FPA 19 meters TIW CFPA 19M

6389.0000 - 6391.0000 MHz 800KGXD 90.00 dBW TELEMETRY SIGNAL
6359.0000 - 6361.0000 MHz 800KGXD 90.00 dBW TELEMETRY SIGNAL
6329.0000 - 6331.0000 MHz 800KGXD 90.00 dBW TELEMETRY SIGNAL
6271.0000 - 6273.0000 MHz 800KGXD 90.00 dBW TELEMETRY SIGNAL
6217.0000 - 6219.0000 MHz 800KGXD 90.00 dBW TELEMETRY SIGNAL
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6172.0000 - 6178.0000 MHz 800KFXD 93.00 dBW TTC&M

6172.0000 - 6178.0000 MHz 800KFXD 93.00 dBW TTC&M, AND LAUNCH
COMMAND CARRIER

6135.0000 - 6137.0000 MHz 800KGXD 90.00 dBW TELEMETRY SIGNAL
6078.0000 - 6080.0000 MHz 800KGXD 90.00 dBW TELEMETRY SIGNAL
5961.0000 - 5963.0000 MHz 800KGXD 90.00 dBW TELEMETRY SIGNAL
5925.0000 - 6425.0000 MHz 1IM50F3X 85.74 dBW TTC&M

5850.0000 - 6425.0000 MHz NON 67.00 dBW IN-ORBIT-TESTING CARRIER
5850.0000 - 6425.0000 MHz 200KF3N 82.00 dBW IN-ORBIT-TESTING CARRIER
5850.0000 - 6425.0000 MHz 2MOOF3N 85.00 dBW IN-ORBIT-TESTING CARRIER
5850.0000 - 6425.0000 MHz 800KFXD 93.00 dBW IN-ORBIT-TESTING CARRIER
5850.0000 - 5925.0000 MHz 800KGXD 90.00 dBW TTC&M

3625.0000 - 4200.0000 MHz 800KGXD TTC&M

3625.0000 - 4200.0000 MHz 800KFXD TTC&M

3625.0000 - 4200.0000 MHz 1IM50F3X TTC&M

3625.0000 - 4200.0000 MHz 800KFXD TTC&M, AND LAUNCH

COMMAND CARRIER

3625.0000 - 4200.0000 MHz NON IN-ORBIT-TESTING CARRIER
3625.0000 - 4200.0000 MHz 200KF3N IN-ORBIT-TESTING CARRIER
3625.0000 - 4200.0000 MHz 2MOOF3N IN-ORBIT-TESTING CARRIER
3625.0000 - 4200.0000 MHz 20MOF3N IN-ORBIT-TESTING CARRIER
3700.0000 - 4200.0000 MHz 800KFXD TELEMETRY/RANGING
6172.0000 - 6178.0000 MHz 800KFXD 93.00 dBW COMMAND/RANGING

Points of Communication:

1-INTELSAT 805- (304.5E.L.)
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1-INTELSAT AOR - (307.0E.L.)

1-INTELSAT AOR - (310.0E.L.)

1-INTELSAT AOR - (319.5E.L.)

1-INTELSAT AOR - (325.5E.L.)

1-INTELSAT AOR - (328.5E.L.)

1- INTELSAT AOR - (328.6 E.L.)

1- INTELSAT AOR - (330.5E.L.)

1- INTELSAT AOR- (3325E.L.)

1-INTELSAT AOR - (335.5E.L.)

1-INTELSAT AOR - (338.7E.L.)

1-INTELSAT AOR - (342.0E.L.)

1-INTELSAT AOR - (342.0E.L.)

1 - New Skies 803 - (338.5E.L.)

1- New Skies 806 - (319.5E.L.)

SES- AMD- 20020726- 01187 P KA25 Comsat Corporation/COMSAT World Systems
Amendment
Class of Station: Fixed Earth Stations

Nature of Service: Domestic Fixed Satellite Service, International Fixed Satellite Service

Comsat Corporation is amending its application for modification of the license for KA25 to limit extension of the azimuths and
elevations to provide transfer orbit support of satellites launched to the bands 3700-4200 and 6172-6178 MHz. Comsat Corporation
is further amending its application to add Intelsat at 182W and 203W as points of communication.

SITEID: 1
LOCATION: KAM HIGHWAY, P.O. BOX 215, HONOLULU, HALEIWA, HI
21°40'14.60" N LAT. 158°2'3.10" W LONG.
ANTENNA ID: 1 19 meters TIW (CFPA19M)
6172.0000 - 6178.0000 MHz 800KFXD 93.00 dBW COMMAND/TTC&M
6172.0000 - 6178.0000 MHz 800KFXD 93.00 dBW TRACKING, TELEMETRY AND
RANGING CARRIER
5850.0000 - 6425.0000 MHz 1IM50F3X 93.00 dBW TEST/TTC&M
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3947.0000 - 3953.0000 MHz 800KGXD TELEMETRY/TTC&M

3625.0000 - 4200.0000 MHz 1IM50F3X TEST/TTC&M

3625.0000 - 4200.0000 MHz 800KFXD TRACKING, TELEMETRY AND
RANGING CARRIER

6172.0000 - 6178.0000 MHz 800KFXD 93.00 dBW COMMAND AND RANGING
(TT&C)

3700.0000 - 4200.0000 MHz 800KFXD TELEMETRY AND RANGING
(TT&C)

Points of Communication:

1- ALSAT - (ALSAT)

1-INTELSAT POR- (174.0E.L.)

1-INTELSAT POR- (176.0E.L.)

1-INTELSAT POR- (180.0E.L.)

1 - New Skies513 - (183 E.L.)

SES- AMD- 20020726- 01188 P E000296 Comsat Corporation/COMSAT World Systems
Amendment
Class of Station: Fixed Earth Stations

Nature of Service: Domestic Fixed Satellite Service, International Fixed Satellite Service

Comsat Corporation amends its request for modification of the license for this 9.2 meter, C-band, transmit/receive earth station, call
sign E000296, to permit transmission of tracking and ranging signals and reception of telemetry and ranging signals in standard C-band
at azimuths from 0 to 360 deg., and elevations from 5 to 90 deg. Comsat also wishes to communicate with satellites other than Alsat
on the geostationary arc identified as points of communication and to specifically add Intelsat at 20 W and at 55.3 W. Finally,
Comsat requests secondary status for E000296 in the bands 3625-3700 MHz and 5850-5925 MHz.

SITEID: 1
LOCATION: 22021 COMSAT DRIVE, MONTGOMERY, CLARKSBURG, MD
39°13'3.30" N LAT. 77°16'13.90" W LONG.
ANTENNA ID: 1 9 meters VERTEX COMM. 9 KPC
5925.0000 - 6425.0000 MHz 800KFXD 80.00 dBW TRACKING, TELEMETRY, AND
RANGING CARRIER
5850.0000 - 5925.0000 MHz 800KFXD 80.00 dBW TRACKING, TELEMETRY, AND
RANGING CARRIER
3700.0000 - 4200.0000 MHz 800KFXD TRACKING, TELEMETRY, AND

RANGING CARRIER
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3625.0000 - 4200.0000 MHz 800KFXD

Points of Communication:

1-ALSAT - (ALSAT)

1-INTELSAT 805- (304.5E.L.)

1-INTELSAT AOR - (307.0E.L.)

1-INTELSAT AOR - (310.0E.L.)

1-INTELSAT AOR - (325.5E.L.)

1-INTELSAT AOR - (328.5E.L.)

1- INTELSAT AOR - (330.5E.L.)

1- INTELSAT AOR - (332.5E.L.)

1-INTELSAT AOR - (335.5E.L.)

1-INTELSAT AOR - (340.0E.L.)

1-INTELSAT AOR - (342.0E.L.)

1 - New Skies 803 - (338.5E.L.)

1 - New Skies 806 - (319.5 E.L.)

TRACKING, TELEMETRY, AND
RANGING CARRIER

SES- ASG- 20020719- 01166 P E010089 ViaSat, Inc.
Application for Consent to Assignment

Current Licensee: COMSAT CORPORATION

FROM: COMSAT CORPORATION

TO: ViaSat, Inc.

No. of Station(s) listed:

SES- ASG- 20020722-01203 P E930022 Amway Corporation
Application for Consent to Assignment

Current Licensee: AT&T CORP

FROM: AT&T CORP

TO: Amway Corporation

No. of Station(s) listed: 2

SES- ASG- 20020724- 01194 P E020130 Kansas City Cable Partners

Application for Consent to Assignment
Current Licensee: TIME WARNER CABLE
FROM: TIME WARNER CABLE

TO: Kansas City Cable Partners

No. of Station(s) listed: 1
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SES- ASG- 20020725- 01165 P E990524 CSN International
Application for Consent to Assignment
Current Licensee: EDUCATIONAL MEDIA CORPORATION
FROM: EDUCATIONAL MEDIA CORPORATION
TO: CSN International
No. of Station(s) listed: 1

SES- LI C-20020710- 01154 P E020193 NATIONAL BROADCASTING COMPANY, INC.
Application for Authority
Class of Station: Temporary Fixed Earth Station

Nature of Service: Domestic Fixed Satellite Service

SITEID: 1
LOCATION: (NBC-23WDC) #1, VARIOUS

ANTENNA ID: NBC23WDC 2.4 meters ANDREW ES24NGLT25

14000.0000 - 14500.0000 MHz 36MOG7W 75.89 dBW ONE (1) 36 MB MCPC DIGITAL
CARRIER FOR VOICE/DATA WITH
EMISSION DESIGNATOR
36MOG7W.

14000.0000 - 14500.0000 MHz 36MOF8W 75.89 dBW THE MAIN RF CARRIER WILL BE
A WIDEBAND 36 MHZ
FREQUENCY MODULATED VIDEO
CARRIER WITH ASSOCIATED
AUDIO & ATIS SUBCARRIERS
WITH A DESIGNATOR OF
36MOG8W.

Points of Communication:

1- ALSAT - (ALSAT)

SES- LI C-20020710- 01156 P E020194 NATIONAL BROADCASTING COMPANY, INC.
Application for Authority
Class of Station:  Temporary Fixed Earth Station

Nature of Service: Domestic Fixed Satellite Service

SITEID: 1
LOCATION: (NBC-22LIC) #2, VARIOUS

ANTENNA ID: NBC22LIC 2.4 meters ANDREW ES24SNGLT25

14000.0000 - 14500.0000 MHz 36MOG7W 75.89 dBW ONE 36MB MCPC DIGITAL
CARRIER FOR VOICE/DATA WITH
EMISSION DESIGNATOR OF
36MOG7W.
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14000.0000 - 14500.0000 MHz 36MOF8W 75.89 dBW THE MAIN RF CARRIER WILL BE
A WIDEBAND 36MHZ
FREQUENCY MODULATION
VIDEO CARRIER WITH
ASSOCIATED AUDIO AND ATIS
SUBCARRIERS WITH AN EMISSION
DESIGNATOR OF 36MO0G8W.

Points of Communication:

1- ALSAT - (ALSAT)

SES- LI C-20020712-01138 P E020190 INTERFACE COMMUNICATIONS CORP.
Application for Authority
Class of Station: Temporary Fixed Earth Station

Nature of Service: Domestic Fixed Satellite Service

A new Ku-band temporary-fixed earth station application using PanAmsat 1 satellite @ 45 degree W.L., as point of communications
to provide analog video, audio and digital services on a non-common carrier basis.

SITEID: 1
LOCATION: 146 25 35TH AVE, QUEENS, FLUSHING, NY

ANTENNA ID: 1 2.4 meters ANDREW ESA24SNG-LTE

14000.0000 - 14500.0000 MHz 36MOF8F 76.55 dBW ANALOG VIDEO W/ASSOCIATED
AUDIO SUBCARRIERS

14000.0000 - 14500.0000 MHz 24MOF8F 73.55 dBW ANALOG VIDEO W/ASSOCIATED
AUDIO SUBCARRIERS

14000.0000 - 14500.0000 MHz 24MOGT7F 62.24 dBW PSK DIGITAL VIDEO W/DIGITAL
AUDIO/DATA

11700.0000 - 12200.0000 MHz
Points of Communication:
1- ALSAT - (ALSAT)
1-ANIK E1-(118.7 W.L.)
1-ANIK E2-(111.1 W.L)
1- MORELOS-2 - (116.8 W.L.)
1- New SkiesK - (3385E.L.)

1-PAS1-(450W.L.)
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1-PAS2R- (43.0W.L.)

SES- LI C-20020724- 01184 E E020201 GWNS Acquisition Sub, Inc.
Application for Authority
Class of Station: Fixed Earth Stations

Nature of Service: Domestic Fixed Satellite Service, International Fixed Satellite Service

SITE ID: stamford
LOCATION: 250 Harbor Drive, Fairfield, Stamford, CT
41°4'34.30" N LAT. 73°31'13.40" W LONG.
ANTENNA ID: 11.3M 11.3 meters Satcom-RSI 1100KS
14000.0000 - 14500.0000 MHz 8M00G1D 80.83 dBW digital, data
14000.0000 - 14500.0000 MHz 72MOG7E 80.83 dBW digital, data
14000.0000 - 14500.0000 MHz 36MOF3F 80.83 dBW analog video
10950.0000 - 11200.0000 MHz 8M00G1D digital, data
11450.0000 - 12200.0000 MHz 8M00G1D digital, data
10950.0000 - 11200.0000 MHz 72M0OG7E digital, data
11450.0000 - 12200.0000 MHz 72MOG7E digital, data
10950.0000 - 11200.0000 MHz 36MOF3F analog video
11450.0000 - 12200.0000 MHz 36MOF3f analog video
ANTENNA ID: 7™M 7 meters Scientific-Atlanta 8010K
14000.0000 - 14500.0000 MHz 8M00G1D 77.10 dBW Digital, data
14000.0000 - 14500.0000 MHz 72MOG7E 80.83 dBW digital, data
14000.0000 - 14500.0000 MHz 36MOF3F 80.83 dBW analog video
10950.0000 - 11200.0000 MHz 8M00G1D digital, data
11450.0000 - 12200.0000 MHz 8M00G1D digital, data
10950.0000 - 11200.0000 MHz 72MOG7E digital, data
11450.0000 - 12200.0000 MHz 72MOG7E digital, data
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10950.0000 - 11200.0000 MHz 36MOF3F analog video

11450.0000 - 12200.0000 MHz 36MOF3F analog video

Points of Communication:

stamford - ALSAT - (ALSAT)

SES- LI C-20020725- 01173 P E020200 GlobeCast North America Incorporated
Application for Authority

Nature of Service:

LOCATION:

Class of Station: Fixed Earth Stations

1

40°36'10.00" N LAT.

Domestic Fixed Satellite Service, International Fixed Satellite Service

5 TELEPORT DRIVE, RICHMOND, STATEN ISLAND, NY

74°10'44.00" W LONG.

QPSK, SCPC DIGITAL VIDEO

QPSK, MCPC DIGITAL VIDEO

QPSK, MCPC DIGITAL VIDEO

QPSK, MCPC DIGITAL VIDEO

QPSK, MCPC DIGITAL VIDEO

QPSK, MCPC DIGITAL VIDEO

QPSK, MCPC DIGITAL VIDEO

QPSK, MCPC DIGITAL VIDEO

ANTENNA ID:  ANT/26 9 meters VERTEX/RSI 9.0 KPK
13750.0000 - 14500.0000 MHz 9MO0G2F 83.10 dBW
13750.0000 - 14500.0000 MHz 40MOG7F 83.10 dBW
13750.0000 - 14500.0000 MHz 60MOG7F 83.10 dBW
10950.0000 - 11200.0000 MHz 9MO0G2F
10950.0000 - 11200.0000 MHz 40MOG7F
10950.0000 - 11200.0000 MHz 60MOGT7F
11450.0000 - 12200.0000 MHz 9MO0G2F
11450.0000 - 12200.0000 MHz 40MOG7F
11450.0000 - 12200.0000 MHz 60MOG7F

QPSK, MCPC DIGITAL VIDEO

Points of Communication:

1- ALSAT - (ALSAT)

1-EUTELSAT AB-2-(8.0W.L))

SES- LI C-20020726-01172 P E020199 Nebraska Educational Telecommunications Commission
Application for Authority
Class of Station: Fixed Earth Stations

Nature of Service: Domestic Fixed Satellite Service
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SITEID: 1

LOCATION: 1800 NORTH 33RD STREET, LANCASTER, LINCOLN, NE
96°40'17.10" W LONG.

40°49'52.80" N LAT.

ANTENNA ID: 1 4.5 meters ANDREW CORP.
5925.0000 - 6211.6000 MHz 308KG7W- 62.40 dBW
5925.0000 - 6211.6000 MHz 4M80GTW 63.20 dBW
6242.1000 - 6330.2000 MHz 308KG7W- 62.40 dBW
6242.1000 - 6330.2000 MHz 4M80G7TW 63.20 dBW
6360.7000 - 6425.0000 MHz 308KG7W- 62.40 dBW
6360.7000 - 6425.0000 MHz 4M80GTW 63.20 dBW
3700.0000 - 4200.0000 MHz 308KG7W-

3700.0000 - 4200.0000 MHz 4M80G7W

Points of Communication:

1- ALSAT - (ALSAT)

ESA45-46

DIGITAL DATA, AUDIO, AND
VIDEO

DIGITAL DATA, AUDIO, AND
VIDEO

DIGITAL DATA, AUDIO, AND
VIDEO

DIGITAL DATA, AUDIO, AND
VIDEO

DIGITAL DATA, AUDIO, AND
VIDEO

DIGITAL DATA, AUDIO, AND
VIDEO

DIGITAL DATA, AUDIO, AND
VIDEO

DIGITAL DATA, AUDIO, AND
VIDEO

SES- LI C-20020731- 01191 E E020202 Verestar,Inc.
Application for Authority
Class of Station: Fixed Earth Stations

Nature of Service: Domestic Fixed Satellite Service, International Fixed Satellite Service

SITE ID: Glenwood
LOCATION: 24 Vernon Crossing Road, Sussex, Vernon, NJ
41°12'45.60" N LAT.

ANTENNA ID: CO01 9 meters Vertex

5925.0000 - 6425.0000 MHz 2IMOG7D

74°29'37.20" W LONG.

79.00 dBW
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5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

3700.0000 - 4200.0000 MHz

3700.0000 - 4200.0000 MHz

3700.0000 - 4200.0000 MHz

3700.0000 - 4200.0000 MHz

Points of Communication:

Glenwood - ALSAT - (ALSAT)

Glenwood - INTEL 603 - (24.5W.L.)

Glenwood - INTELSAT 805 - (304.5E.L.)

Glenwood - INTELSAT AOR -

Glenwood - INTELSAT AOR - (307.0 E.L.)

Glenwood - INTELSAT AOR - (310.0 E.L.)

Glenwood - INTELSAT AOR - (3255 E.L.)

Glenwood - INTELSAT AOR - (3285E.L.)

Glenwood - INTELSAT AOR - (330.5E.L.)

Glenwood - INTELSAT AOR - (3325 E.L.)

Glenwood - INTELSAT AOR - (335.5E.L.)

Glenwood - INTELSAT AOR - (342.0E.L.)

2IMOG7D

36MOF8W

36MOF8W

27TMOG7D

2IMOG7D

36MOF8W

36MOF8W

79.00 dBW

79.00 dBW

79.00 dBW

Digital Data, *PSK 5/8 FEC2, 800
KBPS

Analog video with associated audio

Analog video with associated audio

Digital Data, *PSK 5/8 FEC2, 800
KBPS

Digital Data, *PSK 5/8 FEC2, 800
KBPS

Analog video with associated audio

Analog video with associated audio

SES- MOD- 20020725- 01223 P E000132

Application for Modification
Class of Station: VSAT Network

Nature of Service: Domestic Fixed Satellite Service, International Fixed Satellite Service

SPACENET SERVICES LICENSE SUB INC

Modification application filed by Spacenet Services License Sub, Inc. (" Spacenet"), to add a 0.98 meter Prodelin antenna to provides
data communications networking services to customers throughout the United States using VSAT networking equipment.
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SITEID: Remote

LOCATION:  {VSAT Network w. slotted Aloha access} {(20,000) 0.96M Remote Units}, CONUS, AK,HI,PR,VI

ANTENNA ID: 0.96M 0.96 meters

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

100KG7D

60K0G7D

200KG7D

120KG7D

400KG7D

240KG7D

800KG7D

480KG7D

425KG7D

600KG7D

CHANNEL MASTER

37.90 dBW

37.90 dBW

40.90 dBW

40.90 dBW

40.90 dBW

40.90 dBW

40.90 dBW

40.90 dBW
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TYPE 960

38.4 KBPS, 1/2 RATE FEC, DPSK
MODULATION (BPSK VARIANT),
100 KHZ BANDWIDTH, DIGITAL
CARRIER.

38.4 KBPS, 1/2 RATE FEC, MSK
MODULATION (QPSK VARIANT),
60 KHZ BANDWIDTH, DIGITAL
CARRIER.

76.8 KBPS, 1/2 RATE FEC, DPSK
MODULATION (BPSK VARIANT),
200 KHZ BANDWIDTH, DIGITAL
CARRIER.

76.8 KBPS, 1/2 RATE FEC, MSK
MODULATION (QPSK VARIANT),
120 KHZ BANDWIDTH, DIGITAL
CARRIER.

153.6 KBPS, 1/2 RATE FEC, DPSK
MODULATION (BPSK VARIANT),
400 KHZ BANDWIDTH, DIGITAL
CARRIER.

153.6 KBPS, 1/2 RATE FEC, MSK
MODULATION (QPSK VARIANT),
240 KHZ BANDWIDTH, DIGITAL
CARRIER.

307.2 KBPS, 1/2 RATE FEC, DPSK
MODULATION (BPSK VARIANT),
800 KHZ BANDWIDTH, DIGITAL
CARRIER.

307.2 KBPS, 1/2 RATE FEC, MSK
MODULATION (QPSK VARIANT),
480 KHZ BANDWIDTH, DIGITAL
CARRIER.

128 KBPS, 1/2 RATE FEC, BPSK
MODULATION, 425 KHZ
BANDWIDTH, DIGITAL CARRIER.

384 KBPS, 1/2 RATE FEC, QPSK
MODULATION, 600 KHZ
BANDWIDTH, DIGITAL CARRIER.



11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

1IM20G7D

800KG7D

1IM60G7D

1IM20G7D

2M40G7D

1IM60G7D

3M20G7D

4M80G7D

3M20G7D

6M40G7D

6M10G7D

8M10G7D

10M8G7D
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384 KBPS, 1/2 RATE FEC, BPSK
MODULATION, 1,200 KHZ
BANDWIDTH, DIGITAL CARRIER.

512 KBPS, 1/2 RATE FEC, QPSK
MODULATION, 800 KHZ
BANDWIDTH, DIGITAL CARRIER.

512 KBPS, 1/2 RATE FEC, BPSK
MODULATION, 1,600 KHZ
BANDWIDTH, DIGITAL CARRIER.

768 KBPS, 1/2 RATE FEC, QPSK
MODULATION, 1,200 KHZ
BANDWIDTH, DIGITAL CARRIER.

768 KBPS, 1/2 RATE FEC, BPSK
MODULATION, 2,400 KHZ
BANDWIDTH, DIGITAL CARRIER.

1,024 KBPS, 1/2 RATE FEC, QPSK
MODULATION, 1,600 KHZ
BANDWIDTH, DIGITAL CARRIER.

1,024 KBPS, 1/2 RATE FEC, BPSK
MODULATION, 3,200 KHZ
BANDWIDTH, DIGITAL CARRIER.

1,536 KBPS, 1/2 RATE FEC, BPSK
MODULATION, 2,800 KHZ
BANDWIDTH, DIGITAL CARRIER.

2,048 KBPS, 1/2 RATE FEC, QPSK
MODULATION, 3,200 KHZ
BANDWIDTH, DIGITAL CARRIER.

2,048 KBPS, 1/2 RATE FEC, BPSK
MODULATION, 6,400 KHZ
BANDWIDTH, DIGITAL CARRIER.

3,500 KSPS, 1/2, 2/3, 3/4, 5/6, 7/8
RATE FEC, QPSK MODULATION,
6,100 KHZ BANDWIDTH, DIGITAL
CARRIER.

6,000 KSPS, 1/2, 2/3, 3/4, 5/6, 7/8
RATE FEC, QPSK MODULATION,
8,100 KHZ BANDWIDTH, DIGITAL
CARRIER.

8,000 KSPS, 1/2, 2/3, 3/4, 5/6, 7/8
RATE FEC, QPSK MODULATION,
10,800 KHZ BANDWIDTH,
DIGITAL CARRIER.



11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 1200.0000 MHz

11700.0000 - 1200.0000 MHz

14000.0000 - 14500.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

SITEID: .98 M remote

LOCATION: .98 M Remote (20,000 Units) CONUS, AK, HI, PR, VI, VARIOUS

16M2G7D

21IM6G7D

36MOG7D

43M2G7D

54M0G7D

800KG7D

2M40G7D

480KG7D 41.30 dBW

2M40G7D

4M80G7D

ANTENNA ID: 0.98M 0.98 meters PRODELIN

14000.0000 - 14500.0000 MHz

100KG7D 38.30 dBW
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12,000 KSPsS, 1/2, 2/3, 3/4, 5/6, 7/8
RATE FEC, QPSK MODULATION,
16,200 KHZ BANDWIDTH,
DIGITAL CARRIER.

16,000 KSPsS, 1/2, 2/3, 3/4, 5/6, 7/8
RATE FEC, QPSK MODULATION,
21,600 KHZ BANDWIDTH,
DIGITAL CARRIER.

26,700 KSPS, 1/2, 2/3, 3/4, 516, 7/8
RATE FEC, QPSK MODULATION,
36,000 KHZ BANDWIDTH,
DIGITAL CARRIER.

32,000 KSPS, 1/2, 2/3, 3/4, 516, 7/8
RATE FEC, QPSK MODULATION,
43,200 KHZ BANDWIDTH,
DIGITAL CARRIER.

40,000 KSPS, 1/2, 2/3, 3/4, 5/6, 7/8
RATE FEC, QPSK MODULATION,
54,000 KHZ BANDWIDTH,
DIGITAL CARRIER.

256 KBPS, 1/2 RATE FEC, BPSK
MODULATION, 800 KHZ
BANDWIDTH, DIGITAL CARRIER.

1,536 KBPS, 1/2 RATE FEC, QPSK
MODULATION, 2,400 KHZ
BANDWIDTH, DIGITAL CARRIER.

307.2 KBPS, 1/2 RATE FEC, MSK
MODULATION (QPSK VARIANT),
480 kHz BANDWIDTH, DIGITAL
CARRIER

1,536 KBPS, 1/2 RATE FEC, QPSK
MODULATION, 2,400 kHz
BANDWIDTH, DIGITAL CARRIER

1,536 KBPS, 1/2 RATE FEC, BPSK
MODULATION, 4,800 kHz
BANDWIDTH, DIGITAL CARRIER

SERIES1982

38.4 KBPS, 1/2 RATE FEC, DPSK
MODULATION (BPSK VARIANT),
100 kHz BANDWIDTH, DIGITAL
CARRIER



14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

60K0G7D

200KG7D

120KG7D

400KG7D

240KG7D

800KG7D

425KG7D

400KG7D

800KG7D

600KG7D

1IM02G7D

800KG7D

38.30 dBW

41.30 dBW

41.30 dBW

41.30 dBW

41.30 dBW

41.30 dBW
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38.4 KBPS, 1/2 RATE FEC, MSK
MODULATION (QPSK VARIANT),
60 kHz BANDWIDTH, DIGITAL
CARRIER

76.8 KBPS, 1/2 RATE FEC, DPSK
MODULATION (BPSK VARIANT),
200 kHz BANDWIDTH, DIGITAL
CARRIER

76.8 KBPS, 1/2 RATE FEC, MSK
MODULATION (QPSK VARIANT),
120 kHz BANDWIDTH, DIGITAL
CARRIER

153.6 KBPS, 1/2 RATE FEC, DPSK
MODULATION (BPSK VARIANT),
400 kHz BANDWIDTH, DIGITAL
CARRIER

1,536 KBPS, 1/2 RATE FEC, MSK
MODULATION, (QPSK VARIANT),
240 KHZ BANDWIDTH, DIGITAL
CARRIER.

307.2 KBPS, 1/2 RATE FEC, DPSK
MODULATION (BPSK VARIANT),
800 kHz BANDWIDTH, DIGITAL
CARRIER

128 KBPS, 1/2 RATE FEC, BPSK
MODULATION, 425 kHz
BANDWIDTH, DIGITAL CARRIER

256 KBPS, 1/2 RATE FEC, QPSK
MODULATION, 400 kHz
BANDWIDTH, DIGITAL CARRIER

256 KBPS, 1/2 RATE FEC, BPSK
MODULATION, 800 kHz
BANDWIDTH, DIGITAL CARRIER

384 KBPS, 1/2 RATE FEC, QPSK
MODULATION, 600 kHz
BANDWIDTH, DIGITAL CARRIER

384 KBPS, 1/2 RATE FEC, BPSK
MODULATION, 1,200 kHz
BANDWIDTH, DIGITAL CARRIER

512 KBPS, 1/2 RATE FEC, QPSK
MODULATION, 800 kHz
BANDWIDTH, DIGITAL CARRIER



11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

1IM60G7D

IM20G7G

2M40G7D

1IM60G7D

3M20G7D

3M20G7D

6M40G7D

6M10G7D

8M10G7D

10M8G7D

10M2G7D

21IM6G7D
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512 KBPS, 1/2 RATE FEC, BPSK
MODULATION, 1,600 kHz
BANDWIDTH, DIGITAL CARRIER

768 KBPS, 1/2 RATE FEC, QPSK
MODULATION, 1,200 kHz
BANDWIDTH, DIGITAL CARRIER

768 KBPS, 1/2 RATE FEC, BPSK
MODULATION, 2,400 kHz
BANDWIDTH, DIGITAL CARRIER

1,024 KBPS, 1/2 RATE FEC, QPSK
MODULATION, 1,600 kHz
BANDWIDTH, DIGITAL CARRIER

1,024 KBPS, 1/2 RATE FEC, BPSK
MODULATION, 3,200 kHz
BANDWIDTH, DIGITAL CARRIER

2,048 KBPS, 1/2 RATE FEC, QPSK
MODULATION, 3,200 kHz
BANDWIDTH, DIGITAL CARRIER

2,048 KBPS, 1/2 RATE FEC, BPSK
MODULATION, 6,400 kHz
BANDWIDTH, DIGITAL CARRIER

3,500 KBPS, 1/2, 2/3, 3/4, 5/6, 7/8
RATE FEC, QPSK MODULATION,
6,100 kHz BANDWIDTH, DIGITAL
CARRIER

6,000 KBPS, 1/2, 2/3, 3/4, 5/6, 7/8
RATE FEC, QPSK MODULATION,
8,100 kHz BANDWIDTH, DIGITAL
CARRIER

8,000 KBPS, 1/2, 2/3, 3/4, 5/6, 7/8
RATE FEC, QPSK MODULATION,
10,800 kHz BANDWIDTH,
DIGITAL CARRIER

12,000 KBPS, 1/2, 2/3, 3/4, 5/6, 7/8
RATE FEC, QPSK MODULATION,
16,200 kHz BANDWIDTH,
DIGITAL CARRIER

16,000 KBPS, 1/2, 2/3, 3/4, 5/6, 7/8
RATE FEC, QPSK MODULATION,
21,600 kHz BANDWIDTH,
DIGITAL CARRIER



11700.0000 - 12200.0000 MHz 36M0G7D 26,700 KBPS, 1/2, 2/3, 3/4, 5/6, 7/8
RATE FEC, QPSK MODULATION,
36,000 kHz BANDWIDTH,
DIGITAL CARRIER

11700.0000 - 12200.0000 MHz 43M2G7D 32,000 KBPS, 1/2, 2/3, 3/4, 5/6, 7/8
RATE FEC, QPSK MODULATION,
43,200 kHz BANDWIDTH,
DIGITAL CARRIER

11700.0000 - 12200.0000 MHz 54M0G7D 40,000 KBPS, 1/2, 2/3, 3/4, 5/6, 7/8
RATE FEC, QPSK MODULATION,
54,000 kHz BANDWIDTH,
DIGITAL CARRIER

Points of Communication:

.98 M remote - GE GSTAR 4 - (105 W.L.)

.98 M remote - GE-2 - (85 W.L.)

.98 M remote - GE-4 - (101 W.L.)

.98 M remote - GE-5- (79 W.L.)

.98 M remote - GE-6 - (81 WL)

.98 M remote - TELSTAR 7 - (129 W.L.)

Remote - GE GSTAR 4 - (105 W.L.)

Remote - GE-4 - (101 W.L.)

Remote - GE-5- (79 W.L.)

Remote - TELSTAR 7 - (129 W.L.)

SES- REG- 20020722- 01164 P E020196 PGA TOUR PRODUCTIONS
Registration
Class of Station: Fixed Earth Stations

Nature of Service: Domestic Fixed Satellite Service

SITEID: 1
LOCATION: 21 WORLD GOLF PLACE, ST. JOHNS, ST. AUGUSTINE, FL
29°59'35.00" N LAT. 81°28'2.00" W LONG.
ANTENNA ID: 1 5 meters COMTECH ANTENNA CORP. 5.0 METER PF
3700.0000 - 4200.0000 MHz 36MOF8F ANALOG VIDEO CARRIER
3700.0000 - 4200.0000 MHz 36MOG7F DIGITAL CARRIER
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Points of Communication:

1- ALSAT - (ALSAT)

For more information concerning this Notice, contact the Satellite and Radiocommunication Division at 418-0719; TTY
202-418-2555
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